Parameters of radiofrequent coaxial cables

Type of cable


Impedance, ohm
C,

Pf/m


Factor of slowing down, vk
Ris/Rwire, Mohm/m (Ohm/km)


Attenuation ,db/m on frequency, GHz








0,1


0.2


0,5


0.8 (*)



1.5D-2V


50



0.67



2.85


4.1


6.483


10,0(1.0)



3D-2V


50


-


0.67


-


1.54


2,2


3.479


5,27(1.0)



5D-2V


50



0,67



0.875


0,891


2,152


3.5(1.2)



8D-2V


50


-


0,67


-


0,599


0,611


1,456


2.6(1.2)



10D-2V


50


-


0,67



0,467


0,475


1,132


2.1 (1.2)



20D-2V


50


.


0,67



0.292


0.296


0,755


1.5(1.2)



50-2-1


50 ±4


100


0,66


300


0,32


0,45


0,75


0,96



50-3-1


50 ±3


100


0.66


-


0.16


0.23


9,37


0.48



50-7-2


50±2


100


0,66


-


0,085


0.12


0,18


0,26



50- 12-1


59 t Z

100


0.66


.


0.055


0.08


0.14


0.19



50 Н155'


50


100


0.79


-15


009


0,13


0,21


0,445 (1,75)



RG 8Туое


50 ±2


76,2


0,78



0,059


0.08


0.13


0,164



RG 58A


50 ±2



0.78



0,161


0.24


0,38


0.48



RG 58C/U


50 ± 2


92,4


0.66



0,16


0.24


0,39


0,493



RG 58 ALL'


50


82


0,78



0,113


0,16


0,25


0,429 (1,0)



RG 142 B/U


50 ±2


95


0. 7



0,14


0.2


0.35


0,443



RG 174 A


50±2


101


0,66



0,29


0,45


0.7


0,885



RG 174A/U


50±2


92


0, 66



0,29


0.45


0,7


0.885



RG 178 B/U


50±2


95


0. 7



0.43


0.62


1,02


1.29



RG 188 A/U


50±2


95




0,28


0,4


0.68


0.86



RG196A/U


50 ± 2

93


0.7



0.43


0.62


1.02


1.29



RG213


50 ± 2


92


0.66



0,072


0,102


0.161


0,204



RG213U


50 ±2


92


0.66



0.07


0.1


0.17


0.215



RG 214 U


50 ±2


101


0,66



0,07


0,1


0.17


0,215



RG215U


5012


101


0,66



0,07


0.1


0,17


0,215



RG217U


50t2


101


0.66



0,045


0.07


0.123


0.156



RG218U


50±2


101


0.66



0.029


0,045


0,081


0,102



RG219U


50t2


101


0,66



0.029


0.045


0.081


0,102



RG220U


50±2


101


0.6



0.023


0.038


0,07


0.089



RG223U


50t2


101


0,66



0.13


0.2


0.34


0,43



RG 316 U


50t2


95


.



0,28


0,4


0,68


0.86



Belden9913


50


.


0,84



P.04?


0.061


0.096


0.121



Flex-4XL


50



0,84



0.043


0,061


0.096


0.121



RLF-7*


50


75


-


-8


0,061


0,086


0.136


0. 223 (1.0)








0,1


0,2


0,5


0.8 (•) q


RG 8


52 ± 1


88,5


0,66



0,007


0,01


0 016


0,02



RG 8A


52 ±2


88,5


0,78



0,012


0 017


0,027


0,034



RG 8АУи


52


88,5


0,66



0 005


0008


0,013


0,016



RG 58


53.5


85,5


0,66


-


0 016


0.023


0,036


0,046



RG 58 /U Foam


53,5±2


85,5


0,79


-


0 016


0,023


0,036


0,046



RG 58A/U


53,512


85,5


0,66



0 016


0,023


0,036


0,046



RG 58B/U


53,5±2


85,5


0,66


-


0 016


0,023


0,036


0,046



60-7-1


60 ±3


85


0,66



0,08


0,12


0,19


0,27



60-7-2


60 ± 3


85


0,66



0,07


0,1


0,17


0,23



60-10-1


60 ±5


85


0,66



0,055


0,08


0,14


0,18



60-10-2


60t3


85


0,66


-


0,048


0,07


0.12


0,16



RG 59


73 ± 3


102


0,66



0,115


0,165


0,27


0,1115 ]



RG 59 B/U


73 ± 3


69


0,66



0,115


0,165


0,27


0,1115



RG 59 В Type


73 t 3


69


0,66



0,095


0,134


0,212


0,268



75 - 2 - В


75 ±5


67


0,66


200


0,31


0,47


0,78


1,1



75-4-1


75 ±3


67


0,66


100


0,14


0,2


0,33


0,42



75-4-4


75 ± 5


67


0,66



0,12


0,18


0,29


0,38



75 - 5 - А


75 ± 5


53


0,83


400


0,072


0,12


0,19


0,26



75 - 5 - В


7515


53


0,83


100


0,072


0,12


0,19


0,26



75 - 5 - С


75 ±3


53


0,83


50


0,07


0,095


0,16


0,2



75-7-2


75 ±3


67


0,66


50


0,075


0,11


0,18


0,24



75-7-8


75 ±3


67


0,66


50


0,06


0,09


0,155


0,2



75-17-2


75 ±3


67


0,66


-


0,035


0,051


0,09


0,13



75 - 7 - G


75 ±3


67


0,67


«1


0,05


0,072


0,125


0,17



75 - 7 - Е


75 ± 3


59


0,76


3


0,045


0,065


0,11


0.145



RG 6A/U


75 ±3


68


0,66


-


0,098


0,148


0,23


0,291



RG 11 A/U


751 3


61,8


0,66



0,075


0,11


0,19


0,24



RG 11/U Foam


75 ± 3


50,7


0,8


.


0,075


0,11


0,19


0,24



RG 12A/U


75 ±3


68


0,66


-


0,075


0,11


0,19


0,24



RG 34 8/U


751 3


68


0,66


-


0,052


0,078


0,135


0,171



RG 59/U Foam


75 ±3


50,7


0,79


-


0,095


0,134


0,212


0,268



RG 164 U


75 t 3


68


0, 66


-


0,03


0,046


0,082


0,104



RG 179 B/U


75 ±3


63


0, 7



0,29


0 41


0,7


0,885



RG 187 A/U


75 A 3


64


0, 7



0,289


0,409


0,647


0,818



RG216 U


75*3


71,8


0,66


-


0,075


0,11


0,19


0,24



CF- 56-75-1,0/5,0'


75 ±5


54



-26,5


0,005


0,008


0013


0,0263 (1,75)



VLEOY 75-3,7"


75


67


0.66



0,156


0,22


0,395


0,5(1,0)



VCEOY 75-5,6-


75


67


0,66


-


0,099


0,14


0,237


0.3(1,0)



VCEDY 75-7,25-


75


67


0,66


-


0,07


0,1


0,206


0,26(1,0)



VCCOY 75-5,6*


75


53


0,83


-


0,095


0,135


0,213


0,27(1,0)



VCCOD 75-5,6-


75


53


0,83


-


0,095


0,135


0,213


0,27 (1,0)



VCCZE 75-6,4'


75


54


0.81


-


0,049


0,069


0,146


0,185(1,0)



VCEZE 75-6,2-


75


66


0,69


.


0,062


0,087


0,15


0,19(1,0)



G-681-290C'


75


-


0,82


-20,5


0,042


0,06


0,125(0,8)


0,218 (2,05)



U-02-836*


75


-


0.85


-70


0,083


0,118


0,245 (0,8)


0,399 (2.05)



U-02-836*


75


-


0,85


-49


0.071


0,1


0,209 (0,8)


0,345 (2,05)



A-681-123U*


7S


-


0,84


-39,5


0,059


0,083


0,179(0,8)


0,298 (2,05)



G-681-123V


75



0,84


-39,5


0.056


0,079


0,163(0,8)


0,274 (2,05)



YWD 75-0,59/3,7


75


67


0,66


-62


0,115


0,163


0,406


0,514



YWD 75-0,59/3,7'


75


67


-


-62


0,115


0,163


0,406


0,514



YWL75-0,63/3,7


75


67


066


-


0 156


0,22


0,348


0.44



КОКА 799-75-1,13/5,5'


75


-


0,82


-


0.089


0,126


0,145


0,272 (1,75)



RG 59 Type


80 ( 4


102


078








RG62MJ


93 ( 5


42


0,85



0,09


0,13


0,22


0,278



RG71 АЛ)


93 ( 5


46


0,66



009


0,13


0,22


0278



RG71 B/U


93 ( 5


42


0 85


-


0,09


0,13


0,22


0,278



RG71 /U Foam


93 ±5


92,4


0 84


-


0,09


0,13


0,22


0,278



RG 22 B/U


95 ( 5


52


0,66


-


0.12


0,165


0,28


0,354



RG 180 B/U


95 ( 5


49


0.7



0,23


033


0.58


0.734



RG 185 A/U


95(15


49


0,7


-


0.23


0,33


058


0,734



1200 10-1


120 ± 12


40


0,65



0068


0,096


0152


0,192



RG 63 B/U


125 ±6


32


0,85


-


0,062


0,092


0,142


018



150-6-1


150(22.5


27


0,83



0,1


0,14


0,221


0,28



150В 1 -1


150(18


32


075



01


0,14


0,221


0,28



240А4-1


240 ±24


16


0,8


.


0,048


0076


0,12


0,152



2408 5 -2


240*24


17


0,85



0048


0072


0,114


0,144



2400 5 -2


240124


17


0,85



0.2


028


0443


0,56



240D 6 -2


240124


17


085


-


0,15


0,21


0332


0,42



240D10-3


240124


17


0,85


-


0,095


0,15


0,237


0,3



30QA6-1


300±30


13


0,8



0,003


0,005


0,009


0,011



BURY-8





.


0,121


0086


0,136


0,172



PLE 300-8'


300


14


0,85


-


0,007


0,01


0,021


0,03(1,0)



PLCNE 300-5,6*


300


18,5


0,8


-


0,006


0,008


0,013


0,019(1,0)



The note: on cables designated by "asterisk", frequency of a measurement in addition is underlined. 
 Parameters of Russian coaxial cables.

Parameters of cables with continuous polyethylene isolation, 50 Ohm

- Electrical  capacity, pf/m...................................................... 51

- Factor of shortening of a wavelength................................... 1,52

- Electrical resistance of isolation, TOhm............................... 5

Cable type


Attenuation on frequencies, db/m:




0. 1 GHz


1,0 GHz


3,0 GHz


10,0 GHz



PK-50-1-11


0,4


1,6


2,3


-



PK-50-1-12


0,41


О1.мар


2,2


4,1



PK-50-1,5-11


0,22


0,85


1,7




PK-50-1,5-12


0,3


1


1,8


3,2



PK-50-2-11


0,18


0,8


1,15


3,2



PK-50-2-12


0,4


0,75


1,3


-



PK-50-2-13


0,19


0,8


1.6


3.3



PK-50-2-15


0,19


0,73


1,5




PK-50-2-16


0,16


0,6


1


2,1



PK-50-3-11


0,15


0,65


1,1


3



PK-50-3-13


0,15


0,65


1,3


2,9



PK-50-4-11


0,11


0,5


0,95


2



PK-50-4-13


0,1


0,5


0,9


2



PK-50-7-11


0,09


0,4


0,8


1,5



PK-50-7-12


0,08


0,4


0,75


1,6



PK-50-7-13


0,07


0,3


0,56


1,2



PK-50-7-15


0,08


0,4


0,75


1,7



PK-50-7-16


0,09


0,4


0,8


1,7



PK-50-9-11


0,07


0,32


0,7


1,5



PK-50-9-12


0,07


0,35


0,75


1,8



PK-50-11-11


0,06


0,29


0,55


-



PK-50-11-13


0,06


0,29


0,55


-



Parameters of cables with continuous polyethylene isolation, 75 Ohm

- Electrical capacity, pf/m ............................................................... 67
- Factor of shortening of a wavelength ........................................ 1,52
- Electrical resistance of isolation, TOhm.................................. 5
PK-75-1-11


0,36


1,2


2,2


-



PK-75-1-12


0,4


1,2


2,2


4,1



PK-75-1,5-11


0,3


1,2


3,2


-



PK-75-1,5-12


0,3


1


1,8


3,1



PK-75-2-11


0,27


0,85


1,6


2,8



PK-75-2-12


0,24


0,75


1,3


-



PK-75-2-13


0,2


0,75


1,3


2,7



PK-75-3-13


0,11


0,5


0,9


-



PK-75-4-11


0,1


0,4


1


2,02



PK-75-4-12


0,11


0,52


1.02


2,3



PK-75-4-13


0,13


0,55


1


2,5



PK-75-4-14


0,13


0,6


1.1


2.4



PK-75-4-15


0,032


0,5


1


2,2



PK-75-4-16


0,1


0,5


1


2,2



PK-75-4-18


0,09


0,5


1,2


2.3



PK-75-4-100


0,1


0,6


1,5




PK-75-7-11


0,05


0,21


0.4


0,85



PK-75-7-12


0,09


0,4


0,8


1,8



PK-75-7-15


0,08


0,36


0,75


1,7



PK-75-7-16


0,09


0,4


0,8


1,8



PK-75-9-12


0,06


0,26


0,6


1,2



PK-75-9-13


0,06


0,27


0,54


1,1



PK-75-9-14


0,05


0,24


0,46


1



PK-75-9-16


0,05


0,24


0.46


1



PK-75-13-11


0,036


0,13


0,2


-



PK-75-17-12


0,03


0,11


0,21


-



Parameters of cables with continuous polyethylene isolation,  100 Ohm

- Electrical capacity, pf/m................................................... 51
- Factor of shortening of a wavelength................................ 1,52
- Electrical resistance of isolation, Tohm............................. 5
PK-100-7-11


0,08


0,41


0,9


2,1



PK-100-7-13


0,08


0,42


0,9


2,1



Parameters of large-sized coaxial cables with continuous polyethylene isolation,  50 Ohm

- Electrical capacity, pf/m............................................. 100
- Factor of shortening of a wavelength......................... 1,52
- Electrical resistance of isolation, Tohm...................... 10
PK-50-13-15


0,038


0.16


0.28


-



PK-50-13-1.7


0,048


0,2


0,46


-



PK-50-17-17


0,04


0,15


0,3


-



PK-50-24-15


0,02


0,11


0,3


-



PK-50-24-16


0,023


0,12


0,31


-



PK-50-24-17


0,033


0,13


0,36


-



PK-50-33-15


0,02


0,11


-


-



PK-50-44-15


0.016


0,11


-


-



PK-50-44-16


0,017


0,08


-


-



PK-50-44-17


0,021


0,13


-


-



Parameters of high-power coaxial cables with continuous polyethylene isolation,  75 Ohm

- Electrical capacity, pf/m................................................... 67

- Factor of shortening of a wavelength................................ 1,52

- Electrical resistance of isolation, Tohm........................... 10

PK-75-13-15


0,038


0,16


0,4


-



PK-75-13-16


0,4


0,16


0,38


-



PK-75-13-17


0,035


0,16


0,38


-



PK-75-13-18


0,052


0,21


0,47


-



PK-75-13-19


0,052


0,21


0,47


-



PK-75-17-22


0,03


0,1


0,23


-



PK-75-24-15


0,026


0,11


0,3


-



PK-75-24-17


0,021


0,12


0,3


-



PK-75-24-18


0,032


0,14


0,35


-



PK-75-24-19


0,032


0,14


0,35


-



PK-75-33-15


0,02


0,11


0,5




PK-75-33-17


0,02


0,11


0,28




PK-75-44-15


0,016


0,11


-




PK-75-44-17


0,017


0,09


0,24




Parameters of coaxial cables with continuous phthorlone  isolation, 50 Ohm
- Electrical capacity, pF/m............................... 95

- Factor of shortening of a wavelength................................ 1,42

- Electrical resistance of isolation, TOhm................... 5

PK-50-0,6-21


0,6


2,2


3,5


9,0*



PK-50-0,6-22


0,6


2,4


4,1


9



PK-50-1-21


0,25


1,1


2,2


-



PK-50-1-22


0,4


1,5


2,6


5



PK-50-1-23


0,3


1


2


3,6



PK-50-1,5-21


0,21


0,8


1,4


-



PK-50-1,5-22


0,21


0,7


1,4


2



PK-50-2-21


0,15


0,55


0,85


2



PK-50-2-22


0,28


1


1,8


-



PK-50-2-23


0,12


0,6


1.2


3



PK-50-2-24


0,21


0,9


2


4



PK-50-2-25


0,17


0,52


1


1,9



PK-50-3-21


0,12


0,55


1,1


2,6



PK-50-3-22


0,11


0,51


1


2,3



PK-50-3-23


0,17


0,49


0,9


1,8



PK-50-3-25


0,12


0,52


1


2,4



PK-50-4-21


0,09


0,34


0,65


1,4



PK-50-4-23


0,09


0,41


0,9


2,1



PK-50-4-24


0,1


0,41


0,8


2



PK-50-7-21


0,07


0,3


0,6


1,3



PK-50-7-22


0,06


0,3


0,58


1,3



PK-50-7-23


0,06


0,22


0,4


0,8



PK-50-7-28


0,06


0,26


0,46


1



PK-50-9-22


0,04


0,2


0,38


-



PK-50-9-23


0,05


0,2


0,3


1



PK-50-11-21


0,056


0,22


0,4


-



Parameters of coaxial cables with continuous phthorlone isolation, 

- Electrical  capacity, pF/m............................... 63
- Factor of shortening of a wavelength................................ 1,42
- Electrical resistance of isolation, TOhm................... 5
PK-75-1-21


0,33


1


2


-



PK-75-1-22


0,42


1,4


2,4


4,3



PK-75-1,5-21


0,2


0,7


1,5




PK-75-2-21


0,15


0,65


1,3


3



PK-75-2-22


0,1


0,5


1,1


-



PK-75-3-21


0,1


0,48


0,9


2,1



PK-75-3-22


0,12


0,45


0,9


1,9



PK-75-4-21


0,1


0,4


0,8


2



PK-75-4-22


0,1


0,41


0,8


2



PK-75-7-21


0,07


0,3


0,53


1,1



PK-75-7-22


0,07


0,3


0,6


1,2



PK-75-9-23


0,05


0,21


0,4


0,85



PK-75-17-22


0,03


0,1


0,23


-



Parameters of coaxial cables with continuous phthorlone  isolation,  100 Ohm

- Electrical  capacity, pF/m............................... 47

- Factor of shortening of a wavelength................................... 1,42

- Electrical resistance of isolation, TOhm................... 5

PK-100-7-21


0,07


0,3


0,56


1,3



Parameters of coaxial cables with is air - polyethylene  isolation, 50 Ohm
- Electrical  capacity, pF/m.............................. 102

- Factor of shortening of a wavelength................................ 1,18-1,24

- Electrical resistance of isolation, TOhm.....................5

PK-50-3-24


0,19


0,65


1,2


2,6



PK-50-4-22


0,12


0,55


1


2



PK-50-7-24


0,07


0,26


0,5


0,9



PK-50-7-25


0,06


0,26


0,46


1



PK-50-7-26


0,06


0,24


0,45


1



PK-50-7-27


0,08


0,3


0,5


1



PK-50-9-21


0,05


0,17


0,37


-



PK-50-11-22*


-


-


0,3(2.5)




PK-50-13-21


0.11


0,2


0,21


-



Parameters of coaxial cables with is air - polyethylene  isolation, 75 Ohm

- Electrical  capacity, pF/m.............................. 52-70

- Factor of shortening of a wavelength................................... 1,18-1,24

- Electrical resistance of isolation, TOhm....................... 5

PK-75-7-23


0,05


0,2


0,4


0,8



PK-75-7-24


0,04


0,17


0,3


0,7



PK-75-7-61


-


-


1,6


-



PK-75-9-21


0,03


0,18


0,42


-



PK-75-9-22


0,04


0,2


0,5


-



PK-75-24-21


0,025


0,088


0,16


-



Parameters of coaxial cables with is air - polyethylene isolation,  150 Ohm
- Electrical capacity, pF/m............................... 27

- Factor of shortening of a wavelength................................... 1,18-1,24

- electrical resistance of isolation, TOhm....................... 5

PK-150-4-2-Г


0,1(0,45)


-


--


-



PK-150-7-22


-


0,085


-


-



Parameters of coaxial cables with air – phthorlone  isolation,  50 Ohm

• Electrical  capacity, pF/m............................... 105

• Factor of shortening of a wavelength................................... 1,16-1/40

• Electrical resistance of isolation, TOhm....................... 5

PK-50-3-24


0,19


0,65


1,2


2,6



PK-50-4-22*


0,12


0,55


1


3,0(16)



PK-50-7-24


0,07


0,26


0,5


0,9



PK-50-7-25


0,06


0,26


0,46


1



PK-50-7-26


0,06


0,24


0,45


1



PK-50-7-27


0,08


0,3


0,5


1



PK-50-9-21


0,05


0,17


0,37


-



PK-50-11-22'


-


0,3(2,5)


-


-



PK-50-13-21


0,11


0,2


0,21


-



Parameters of coaxial cables with air - phthorlone isolation,  75 Ohm
- Electrical capacity, pF/m............................... 65-70
- Factor of shortening of a wavelength................................. 1,16-1,40
- Electrical resistance of isolation, TOhm....................... 5
PK-75-7-23


0,05


0,2


0,4


0,8



PK-75-7-24


0,04


0,17


0,3


0,7



PK-75-7-61


-


-


1,6


-



PK-75-9-21


0,03


0,18


0,42


-



PK-75-9-22


0,04


0,2


0,5


-



PK-75-24-21


0,025


0,088


0,16


-



Parameters of coaxial cables with air - phthorlone  isolation,  160 Ohm

- electrical  capacity, pF/m.................................. 27-30
- Factor of shortening of a wavelength................................... 1,16-1,40
- Electrical resistance of isolation, TOhm....................... 5
PK-150-4-21*


0,1 (0,45)


-


-


-



PK-150-7-22



0,085


2,7


-



The note: on cables designated by "asterisk", frequency of a measurement in addition is underlined
If a main parameter is the attenuation, which significance is closely connected to a diameter of internal isolation, the nomenclature of cables can conditionally be divided on three categories: 
Magistral, used for submission of signals from high-power (head} stations in a cable web up to house (submagistral) lines:

- Allowable attenuation on frequency 200 MHz, db/100m -         2,5
- Allowable deviation(rejection) of  impedance,  Ohm                  (2
- Diameter of internal isolation, mm                                             14-22 

Distributive, used in lines  of a house distributive network:

- For want of allowable attenuation on frequency 200 MHz, db/100m  2,5... 4
- Allowable deviation of  impedance, Ohm                                             (2
- For want of allowable attenuation on frequency 200 MHz, db/100m  4... 8
- Allowable deviation of  impedance, Ohm                                            (2.5
- For want of allowable attenuation on frequency 200 MHz, db/100m  8... 13
- Allowable deviation of  impedance, Ohm                                             (3
- Diameter of internal isolation, mm                                                       9... 13 

User's, intended for connection of terminals in cable or individual webs:

- For want of allowable attenuation on frequency 200 MHz, db/100m   13... 21
- Allowable deviation of  impedance, Ohm                                              (5
- Diameter of internal isolation, mm                                                         less than 9

